§85.505

being certified as if it were a new vehi-
cle or engine.

(2) If a vehicle or engine to be con-
verted was originally certified to a NOx
or particulate family emission limit
other than the applicable new vehicle
NOx or particulate standard, the fam-
ily emission limit is the applicable
standard.

(b) The emission standards applicable
to conversions of 1992 and earlier model
year vehicles and engines are:

(1) Exhaust hydrocarbons (as applicable
by fuel type). The Tier 0 hydrocarbon
standards, as applicable by vehicle
class, contained in §§86.094-8 and 86.094—
9 of this chapter, and the hydrocarbon
standards, as applicable by engine
class, contained in §§86.094-10 and
86.094-11 of this chapter;

(2) CO, NOx and particulate. The appli-
cable CO, NOx and particulate stand-
ards or NOx and particulate family
emission limits the vehicle or engine
was originally certified as meeting;

(3) Ewvaporative hydrocarbons. Any
evaporative requirements applicable to
the original vehicle or engine will re-
main applicable to the conversion if
the converted vehicle or engine retains
the ability to operate on the fuel which
it was designed and certified to use.

§85.505 Labeling.

(a) The aftermarket conversion cer-
tifier shall provide with each
aftermarket conversion system a sup-
plemental emission control informa-
tion label, which shall be affixed by the
aftermarket conversion installer in a
permanent manner to each converted
vehicle, in a location adjacent to the
original emission control information
label required in §86.092-35 of this chap-
ter. If the supplemental label cannot be
placed adjacent to the original label, it
shall be placed in a location where it
will be seen by a person viewing the
original label.

(b) The supplemental label shall be
affixed in such a manner that it cannot
be removed without destroying or de-
facing the label. The label shall not be
affixed to any equipment which is eas-
ily detached from the vehicle.

(c) The supplemental 1label shall
clearly state that the vehicle has been
equipped with an aftermarket conver-
sion system designed to allow it to op-
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erate on a fuel other than the fuel it
was originally manufactured to operate
on, and shall identify the fuel(s) which
the vehicle is designed to use.

(d) The supplemental label shall show
the vehicle model year; the
aftermarket conversion certifier’s
name, address and telephone number;
the installer’s name, address, and tele-
phone number; the date on which the
aftermarket conversion system was in-
stalled; the mileage of the vehicle at
the time of the conversion; and shall
state that the converted vehicle com-
plies with federal emission require-
ments.

(e) The supplemental label shall list
any original parts that were removed
during installation of the aftermarket
conversion system, as well as any
changes in tune-up specifications re-
quired for the aftermarket conversion
system.

Subparts G-N [Reserved]

Subpart O—Urban Bus Rebuild
Requirements

SOURCE: 58 FR 21386, Apr. 21, 1993, unless
otherwise noted.

§85.1401 General applicability.

The requirements of this subpart
shall be applicable to 1993 and earlier
model year urban buses operating in
consolidated metropolitan statistical
areas and metropolitan statistical
areas with a 1980 population of 750,000
or more that have their engines rebuilt
or replaced after January 1, 1995.

§85.1402

The definitions of this section apply
to this subpart.

Agency means the Environmental
Protection Agency.

Certified equipment or Retrofit/Rebuild
Equipment means equipment certified
in accordance with the certification
regulations contained in this subpart.

Emission related parts means those
parts installed for the specific purpose
of controlling emissions or those com-
ponents, systems, or elements of design
which must function properly to assure
continued emission compliance.

Definitions.



